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Copyright  

This publication, including all photographs, illustrations and software, is protected under international 
copyright laws, with all rights reserved. Neither this manual, nor any of the material contained herein, may 
be reproduced without written consent of the author. 

©  Copyright 2019 

Disclaimer 

The information in this document is subject to change without notice. The manufacturer makes no 
representations or warranties with respect to the contents hereof and specifically disclaims any implied 
warranties of merchantability or fitness for any particular purpose. The manufacturer reserves the right to 
revise this publication and to make changes from time to time in the content hereof without obligation of 
the manufacturer to notify any person of such revision or changes. 

Trademark Recognition 

Kensington is a U.S. registered trademark of ACCO Brand Corporation with issued registrations 
and pending applications in other countries throughout the world. 

HDMI, the HDMI Logo, and High-Definition Multimedia Interface are trademarks or 
registered trademarks of HDMI Licensing LLC in the United States and other countries. 

HDBaseTÊ and the HDBaseT Alliance logo are trademarks of the HDBaseT Alliance. 

All other product names used in this manual are the properties of their respective owners and are 
acknowledged. 

Ver.: 1 
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Important Safety Information 

 Important: 
It is strongly recommended that you read this section carefully before using the projector. These 
safety and usage instructions will ensure that you enjoy many years of safe use of the projector. 
Keep this manual for future reference. 

Symbols Used 

Warning symbols are used on the unit and in this manual to alert you of hazardous situations.  

The following styles are used in this manual to alert you to important information. 

Note: 
Provides additional information on the topic at hand. 

 

 Important: 
Provides additional information that should not be overlooked. 

 

 Caution: 
Alerts you to situations that may damage the unit.  

 

 Warning: 
Alerts you to situations that may damage the unit, create a hazardous environment, or cause 
personal injury.  

 

Note: 
As with any bright light source, do not stare into the beam, RG2 IEC 62471-5:2015 

Throughout this manual, component parts and items in the OSD menus are denoted in bold font as in this 
example:  
ñPush the Menu button on the remote control to open the Main menu.ò 

General Safety Information 

ü Do not open the unit case. There are no user-serviceable parts in the unit. For servicing, contact 
qualified service personnel. 

ü Follow all warnings and cautions in this manual and on the unit case. 

ü To avoid damage to eyes, do not look into the lens when the light source is on.  

ü Do not place the unit on an unstable surface, cart, or stand. 

ü Avoid using the system near water, in direct sunlight, or near a heating device. 

ü Do not place heavy objects such as books or bags on the unit. 

Notice 

This product is intended for the adults who have the ability to operate this machine. 

Please write down your projector model number and serial number and keep the information for 
maintenance purposes in the future. Should the equipment be lost or stolen, the information could also be 
used for the police report. 

Model number:  

Serial number: 
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LASER WARNING 

  

This symbol indicates that there is a potential hazard of eye exposure to laser 
radiation unless the instructions are closely followed. 

CLASS 3R LASER PRODUCT 

This Laser Product is designated as Class 3R during all procedures of operation. LASER 
LIGHT - AVOID DIRECT EYE EXPOSURE. 

Do not point laser or allow laser light to be directed or reflected toward other people or reflective 
objects . 

Direct or scattered light can be hazardous to eyes and skin. 

There is a potential hazard of eye exposure to laser radiation if the included instructions are not 
followed. 

Caution ï use of controls or adjustments or performance of procedures other than those 

specified herein may result in hazardous radiation exposure 

Laser Parameters 

Wavelength 450nm - 460nm (Blue) 

Mode of operation Pulsed, due to frame rate 

Pulse width 1.34ms 

Pulse repetition rate 120Hz 

Maximum laser energy 0.698mJ 

Total internal power >100w 

Apparent source size >10mm, at lens stop 

Divergence >100 mili Radian 
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Product labels (DU70x Series) 

Below drawing show the labelôs location 

1 2

 

1.  Hazard Warning Symbol and 
Aperture Label 

 

2.  Explanatory Label 
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Location of laser aperture 

Below drawing is the laser aperture location. Be careful not to let the eye see the light directly. 

Laser aperture  

Interlock switches 

This machine has 2 (Top cover x 1, Lens x 1) Interlock switches to protect the laser light Leakage. 

 

1. Will power-off the system individually when the top cover is removed. 

2. Will power-off the system individually when the lens is removed or not install correctly. 
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Projector Installation Notice 

ü There is no limitation angle for projector installation. 

                     

ü Allow at least 50 cm clearance around the exhaust vent. 
 

               

                                    

 

ü Ensure that the intake vents do not recycle hot air from the exhaust vent. 

ü When operating the projector in an enclosed space, ensure that the surrounding air temperature 
within the enclosure does not exceed operation temperature while the projector is running, and the 
air intake and exhaust vents are unobstructed. 

ü All enclosures should pass a certified thermal evaluation to ensure that the projector does not 
recycle exhaust air, as this may cause the device to shutdown even if the enclosure temperature is 
with the acceptable operation temperature range. 

Minimum 500mm 
(19.69 inch) 

Minimum 500mm 
(19.69 inch) 

Minimum 500mm 
(19.69 inch) 

Minimum 500mm 

(19.69 inch) 
Minimum 300mm 

(11.81 inch) 

Minimum 100mm 
(3.94 inch) 

Minimum 500mm 
(19.69 inch) 

Minimum 500mm 
(19.69 inch) 
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Verify Installation Location 

ü To supply power, the 3-blade (with earthing lead) socket should be used to ensure proper 
grounding and equalized ground potential for all of the equipment in the Projector System. 

ü The power code provided with the Projector should be used. In case of any missing item, other 
qualified 3-blade (with earthing lead) power cord can be used as substitution; however, do not use 
2-blade power cord. 

ü Verify if the voltage is stable, grounded properly and there is no electricity leakage. 

ü Measure total power consumption which should not higher the safety capacity and avoid safety 
issue and short circuit. 

ü Turn on Altitude Mode when located in high altitude areas 

ü The projector can only be installed upright or inverted.  

ü When installation the bracket, make sure the weight limit is not exceed and firmly secured. 

ü Avoid installing near air conditioner duct or subwoofer. 

ü Avoid installing at high temperature, insufficient cooling and heavy dust locations. 

ü Keep your product away from fluorescent lamps  (>1 Meter) to avoid malfunction 
caused by IR interference 

ü The VGA IN connector should be connected to the VGA IN port. Note that it should be inserted 
tightly, with the screws on both sides securely fastened to ensure proper connection of the signal 
wire for achieving optimal display effect. 

ü The AUDIO IN connector should be connected to the AUDIO IN port and CANNOT be connected 
to AUDIO OUT or other ports like BNC, RCA; otherwise, it will lead to mute output and even 
DAMAGE the port. 

ü Install the projector above 200cm to avoid damage. 

ü The power cord and signal cable should be connected before power on the projector. During the 
projector starting and operating process, DO NOT insert or remove the signal cable or the power 
cord to avoid damaging the projector. 

Cooling notes 

Air outlet 

ü Make sure the air outlet is 50cm clear of any obstruction to ensure proper cooling. 

ü Air outlet location should not be in front of the lens of other projector to avoid causing illusions. 

ü Keep the outlet at least 100cm away from the inlets of other projectors 

ü The projector generates a massive amount of heat during use. The internal fan dissipates the heat 
of the projector when shutting down, and such process may continue for a certain period. After the 
project enters STANDBY MODE status, press the AC power button to turn off the projector and 
remove the power cord. DO NOT remove the power cord during the shutdown process, as it may 
cause damage to the projector. In the meantime, the delayed heat radiating will also affect the 
service life of the projector. The shutdown process may vary depending on the model used. 
Whatever the case may be, be sure to disconnect the power cord till after the projector enters the 
STANDBY status. 

Air inlet 

ü Make sure there is no object blocking air input within 30 cm. 

ü Keep the inlet away from other heat sources 

ü Avoided heavy dust area 
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Power Safety 

ü Only use the supplied power cord. 

ü Do not place anything on the power cord. Place the power cord where it will not be in the way of 
foot traffic. 

ü Remove the batteries from the remote control when storing or not in use for a prolonged period. 

Cleaning the Projector 

ü Unplug the power cord before cleaning. See Cleaning the Projector page 60. 

ü Allow the light source to cool for about one hour. 

Regulatory Warnings 

Before installing and using the projector, read the regulatory notices in the Regulatory Compliance on 
page 79. 

Symbol Explanations 

 

DISPOSAL: Do not use household or municipal waste collection services for 
disposal of electrical and electronic equipment. EU countries require the use 
of separate recycling collection services. 

Special Care for Laser Beams! 

Special care should be considered when DLP projectors and high power laser equipment are used in the 
same room as. 

Direct or indirect hit of a laser beam on to the projector lens can severely damage the Digital Mirror 
Devices (DMDÊ). 

 

Sun light Warning 

Avoid using in direct sun light. 

Sun light on the projector lens can severely damage the Digital Mirror Devices (DMDÊ). 
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Main Features 

¶ Compatible with all major video standards including NTSC, PAL, and SECAM. 

¶ A high brightness rating allows for presentations in daylight or in lit rooms. 

¶ Flexible setup allows for front, rear projections. 

¶ Line-of-vision projections remain square, with advanced keystone correction for angled 
projections. 

¶ Input source automatically detected. 

¶ High brightness for projection in just about any environment. 

¶ Supports resolutions up to WUXGA for clear and crisp images. 

¶ DLP® and BrilliantColorÊ technologies from Texas Instruments. 

¶ Centered lens for easy installation. 

¶ Horizontal and vertical lens shift. 

¶ Built-in speaker with multiple audio-in and audio-out ports. 

¶ Network ready for integration and system administration via RJ45. 

¶ Sealed engine to minimizing the impact of dust and smoke. 

¶ Anti-theft security features include: Kensington security slot, security bar. 

¶ Built-in HDBaseT receiver. HDBaseTÊ interface with support for distribution of  HD video, 
digital audio content RS232, RJ45 and IR function over standard CAT5e/6 LAN cable 

¶ Advanced laser phosphor light engine for superior brightness and color uniformity 

¶ Laser design deliveries up to 20,000 hours of operational time 

About this Manual 

This manual is intended for end users and describes how to install and operate the DLP projector. 
Wherever possible, relevant informationðsuch as an illustration and its descriptionðhas been kept on 
one page. This printer-friendly format is both for your convenience and to help save paper, thereby 
protecting the environment. It is suggested that you only print sections that are relevant to your needs. 
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GETTING STARTED 

Packing Checklist 

Carefully unpack the projector and check that the following items are included:  

 

Projector 
 

 

  

Remote Control  
(Batteries Included) 

VGA Cable (1.8m) Power Cord (1.8m) 

 

  

 Warranty Card Quick Start Guide  
 

Contact your dealer immediately if any items are missing, appear damaged, or if the unit does not work. It is 
recommend that you keep the original packing material should you ever need to return the equipment for 
warranty service. 

 Caution: 
Avoid using the projector in dusty environments. 
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Views of Projector Parts  

Front-right View 

1 2 3 4 2 1 75 6 5  

ITEM LABEL DESCRIPTION SEE PAGE: 

1.  Vent Cool air intake. 

2.  Tilt Adjuster Rotate adjuster lever to adjust angle position. 19 

3.  Lens Release Button For release Lens. 14 

4.  Anti-dust cap Anti-dust cap 

5.  IR Receiver Receives IR signal from remote control. 7 

6.  LEDs Displays the projector status. 3 

7.  Lens Shift Adjusts the image position. 20 

 Important: 
Ventilation openings on the projector allow for good air circulation, which keeps the projector light 
source cool. Do not obstruct any of the ventilation openings. 
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Top view 

1 2 3 4 5

6 7

5

 

ITEM LABEL DESCRIPTION SEE PAGE: 

1.  Power LED Display the power on/off sequence status. 66 

2.  Light source LED Display the light source status. 66 

3.  Temp LED Display the thermal status. 66 

4.  Filter LED Display the filter replacing warning message. 66 

5.  IR Receiver Receives IR signal from remote control. 7 

6.  
Vertical Lens Shift 
(UP / DOWN) 

Adjusts the image position vertically. 20 

7.  
Horizontal Lens Shift 
(LEFT / RIGHT) 

Adjusts the image position horizontally. 21 
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Side viewðOn-Screen Display (OSD) buttons and IO 

7 8 9
10

11 12 13
14

15

16
17

1819
20

212223
24

25
26

272829
30

1 2 3 4 5 6

 

ITEM LABEL DESCRIPTION SEE PAGE: 

1.  MONITOR OUT Connect an RGB cable to a display. 

2.  3D-SYNC OUT (5V) Connect 3D IR glasses receiver unit. 

3.  COMPUTER IN Connect an RGB cable from a computer or a video enabled device. 

4.  HDBaseT 
Connect Cat5e/Cat6 cable from HDBaseT TX Box (VIDEO 
EXTENDER) for HDBaseT signal received. 
Note: HDBaseT cable suggest use cat6 type cable. 

5.  3D-SYNC IN (5V) Connect 3D-sync in cable from a computer or an enabled device. 

6.  DVI-D Connect the DVI CABLE to display. 

7.  SERVICE For service personnel only. 

8.  HDMI 1 Connect the HDMI cable from an HDMI device. 

9.  HDMI 2 Connect the HDMI cable from an HDMI device. 

10.  RS-232C IN Connects RS-232 serial port cable for remote control. 

11.  RS-232C OUT Connects to another projector (same model) for RS-232 control. 

12.  MENU Opens and exits OSD menus. 24 

13.  
 

Navigates and changes settings in the OSD. 
Quick Menu ï For Vertical Keystone. 

24 

14.  ENTER Enter or confirm highlighted OSD menu item. 24 

15.  Power Turn the projector on or off. 15 

16.   
Navigates and changes settings in the OSD. 
Quick Menu ï For Horizontal Keystone. 

24 

17.  AUTO Optimizes image size, position, and resolution. 

18.  
 

Navigates and changes settings in the OSD. 
Quick Menu ï For Vertical Keystone. 

24 
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ITEM LABEL DESCRIPTION SEE PAGE: 

19.  SOURCE Enter the Source menu. 

20.   
Navigates and changes settings in the OSD. 
Quick Menu ï For Horizontal Keystone. 

24 

21.  12V TRIGGER 

When connected to the screen through a commercially available 
cable, the screen deploys automatically on start up of the projector. 
The screen retracts when the projector is powered off (see notes 
below). 

22.  WIRE REMOTE IN / OUT 

Connect the wire remote from remote control to the projector for wire 
remote control. 
Connect "WIRE REMOTE OUT" to another projector (same model) 
"WIRE REMOTE IN" for serial control. 

23.  AUDIO IN Connect an AUDIO cable from the audio device. 

24.  AUDIO OUT L/R Connect an AUDIO cable for audio loop through. 

25.  AUDIO IN L/R Connect the audio cables from an audio device for VIDEO audio input. 

26.  VIDEO Connect the composite cable from a video device. 

27.  BNC Connect a BNC cable from a computer. 

28.  AC IN Connect the POWER cable. 

29.  RJ45 Connect a LAN cable from Ethernet. 

30.  USB POWER (5V/1.5A) 
Connect a USB cable for USB host. 

Note: Support 5V/1.5A output as long as the projector Power On. 

 

Note: 

· To use this feature, you must plug in the connector before turn on/off the projector. 

· Screen controllers are supplied and supported by screen manufacturers. 

· Do not use this jack for anything other than intended use. 

 

 Warning: 
As a safety precaution, disconnect all power to the projector and connecting devices before making 
connections. 
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Bottom view 

3
0

0
m

m
[1

1
.8

1
"]

1
1
0

m
m

[4
.3

3
"]

175mm
[6.89"]

175mm
[6.89"]

1

1

2

 

ITEM LABEL DESCRIPTION SEE PAGE: 

1.  Ceiling Mount Holes 
Contact your dealer for information on mounting the projector on a 
ceiling. 

2.  Tilt Adjustor Rotate adjuster lever to adjust angle position. 19 

 

Note: 
When installing, ensure that you use only UL Listed ceiling mounts. 
For ceiling installations, use approved mounting hardware and M6 screws with a maximum screw 
depth of 12mm (0.47 inch).  
The construction of the ceiling mount must be of a suitable shape and strength. The ceiling mount 
load capacity must exceed the weight of the installed equipment, and as an additional precaution 
be capable of withstanding three times the weight of the equipment over a period of 60 seconds. 
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Reference drawings for stand 

Please hire an installation service provider (for a fee) for the design and manufacture of a customized 

stand to be used for portrait projection. Please ensure that the design complies with the following 

conditions: 

Å Use the 6 screw holes at the back of the projector to secure it to the stand.  

Screw hole center dimension: 300 × 350 (pitch = 175) mm 

Screw hole dimension on the projector: M6 with the maximum depth 12 mm  

Å Horizontal adjustment mechanism (for example, bolts and nuts in 4 places) 

Å Please design the stand so that it does not easily topple over. 

 

The drawing showing the dimensional requirements is not an actual stand design drawing. 

[Side View][Front View]

Horizontal adjuster
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Remote Control Parts 

 

 Important: 
1. Avoid using the projector with bright fluorescent lighting turned on. Certain high-frequency 
fluorescent lights can disrupt remote control operation. 

2. Be sure nothing obstructs the path between the remote control and the projector. If the path 
between the remote control and the projector is obstructed, you can bounce the signal off certain 
reflective surfaces such as projector screens. 

3. The buttons and keys on the projector have the same functions as the corresponding buttons on 
the remote control. This userôs manual describes the functions based on the remote control. 

 

Note: 
Complies with FDA performance standards for laser products except for deviations pursuant to 
Laser Notice No. 50, dated June 24, 2007 

 

 Caution: 
Use of controls, adjustments or performance of procedures other than those specified herein 
may result in hazardous laser light exposure. 
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ITEM LABEL DESCRIPTION SEE PAGE: 

1.  IR Transmitter Transmits signals to projector. 

2.  Power On Turns the projector on. 15 

3.  PC Displays the PC source selection. 

4.  HDMI Displays the HDMI1/HDMI 2/DVI source selection (toggle). 

5.  USB NA 

6.  
 

Navigates and changes settings in the OSD. 
Quick Menu ï For Vertical Keystone. 

24 

7.  MENU Opens the OSD. 24 

8.   
Navigates and changes settings in the OSD. 
Quick Menu ï For Horizontal Keystone. 

24 

9.  Keystone Opens the Keystone menu. 

10.  
 

Navigates and changes settings in the OSD. 
Quick Menu ï For Vertical Keystone. 

24 

11.  Laser Press to operate the on-screen pointer. DO NOT POINT IN EYES. 

12.     NA 

13.    NA 

14.     NA 

15.        NA 

16.  Source/ID 
Alternate input source. 
Combo key function for Remote Control customer code 
settings (Press ID button + Number for 3 seconds). 

24 

17.  Auto/0 
Auto adjustment for frequency, phase, and position. 
Number for Remote ID setting used. 

24 

18.  Brightness Displays the brightness setting bar. 

19.  Lamp Displays the light source selections. 

20.  Freeze Freezes/unfreezes the on-screen picture. 

21.  Blank/6 
Makes the screen blank. 
Number for Remote ID setting used. 

22.  Laser Use as on-screen pointer. DO NOT POINT IN EYES. 

23.  Power Off Turns the projector off. 15 

24.  Video/S-Video Displays the Video source selection. 

25.  Network Open the OSD Network menu. 

26.  HDBaseT Displays the HDBaseT source selection. 

27.  EXIT Return to last OSD page. 

28.   Enters and confirms settings in the OSD. 24 

29.   
Navigates and changes settings in the OSD. 
Quick Menu ï For Horizontal Keystone. 

24 

30.  MHL   NA 

31.      NA 

32.       NA 
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ITEM LABEL DESCRIPTION SEE PAGE: 

33.  Volume/1 
Displays the Volume setting bar. 
Number for Remote ID setting used. 

34.  Contrast/2 
Displays the Contrast settings bar. 
Number for Remote ID setting used. 

35.  Mute/3 
Mutes the built-in speaker. 
Number for Remote ID setting used. 

36.  Zoom/4 
Displays the digital zoom settings bar. 
Number for Remote ID setting used. 

22 

37.  3D/5 
Open the OSD 3D Setting menu. 
Number for Remote ID setting used. 

38.  Status/7 
Opens the OSD Status menu (the menu only opens when an input 
device is detected). 
Number for Remote ID setting used. 

39.  Wired Jack Connect wire remote to the projector. 

Note: 
Remote Combo Key Settings: 
ID+0: Reset Remote Control customer code to default settings. 
ID+1: Set Remote Control customer code to "1". 
~ 
ID+7: Set Remote Control customer code to "7". 
 
Projector also need setting ID for unique control. Projector ID settings see page 45. 
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Remote Control Operating Range 

The remote control uses infrared transmission to control the projector. It is not necessary to point the 
remote directly at the projector. Provided you are not holding the remote perpendicular to the sides or the 
rear of the projector, the remote will function well within a radius of about 7 meters (23 feet) and 15 
degrees above or below the projector level. If the projector does not respond to the remote control, move a 
little closer. 

Projector and Remote Control Buttons 

The projector can be operated using the remote control or the buttons on the top of the projector. All 
operations can be carried out with the remote control; however, the buttons on the projector are limited in 
use.  
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SETUP AND OPERATION 

Inserting the Remote Control Batteries 

1.  Remove the battery compartment 
cover by sliding the cover in the 
direction of the arrow. 

 

2.  Insert the battery with the positive 
side facing up. 

 

3.  Replace the cover. 

 

 

 Caution: 
1. Only use AAA batteries (Alkaline batteries are recommended). 

2. Dispose of used batteries according to local ordinance regulations. 

3. Remove the batteries when not using the projector for prolonged periods. 
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Installing or Removing the Optional Lens 

 Caution: 

· Do not shake or place excessive pressure on the projector or the lens components as the 
projector and lens components contain precision parts. 

· Before removing or installing the lens, be sure to turn off the projector, wait until the cooling fans 
stop, and turn off the main power switch. 

· Do not touch the lens surface when removing or installing the lens. 

· Keep fingerprints, dust or oil off the lens surface. 

· Do not scratch the lens surface. 

· Work on a level surface with a soft cloth under it to avoid scratching. 

· If you remove and store the lens, attach the lens cap to the projector to keep off dust and dirt. 

Installing the New Lens 

Remove both end caps from the lens. 

Removal of the Anti-dust cap before inserting a lens for the first time. 

1.  Align the flange and correctly 
position at the 11 oôclock position as 
shown in the picture. 

Flange

 

2.  Rotate the lens clockwise until you 
feel it click into place. 
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Removing the Existing Lens From the Projector 

1.  Push the LENS RELEASE button to 
the unlock position. 

 

2.  Grasp the lens. 

3.  Rotate the lens counterclockwise. 
The existing lens will be 
disengaged. 

4.  Pull out the existing lens slowly. 
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Starting and Shutting down the Projector 

1.  Securely connect the power cord and 
signal cable. When connected, the power 
led will flash green to solid green. 

 

2.  Turn on the light source by pressing 

ñ ò button on the projector or ñò 
on the remote control. 
The PWR LED will now flash green. 
The startup screen will display in 
approximately 30 seconds. The first time 
you use the projector, you can select 
your preferred language from quick menu 
after the startup screen display. (See 
Setting the OSD Language on page 25) 

 

 

See Setting an Access Password 
(Security Lock) on page 17 if security lock 
is enabled. 
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3.  If more than one input device is 
connected, press the SOURCE button 
and use ƶƸ to scroll among devices. 

(Component is supported through the 
RGB to Component adapter.) 

 

 

¶ HDMI 1: High-Definition Multimedia Interface 
compatible  

¶ HDMI 2: High-Definition Multimedia Interface  

¶ DVI: DVI 

¶ VGA: Analog RGB 
DVD input YCbCr/ YPbPr, or HDTV input 
YPbPr via D-sub connector 

¶ BNC: Analog RGB 

¶ Composite Video: Traditional composite video 

¶ HDBaseT: Digital Video trough the HDBaseT 
transmitter  

Note:  
It is recommended to use a certified TX box (VIDEO 
EXTENDER) ï Rextron (EVBMN-110L38) for the 
HDBaseT function and there is no guarantee of full 
response when other brands of TX box are used.. 
Using a single HDBaseT CAT5e/6 cable, the projector 
supports an HDBaseT connection distances to 
100m/328ft. 

4.  When the ñPower Off? /Press Power 
againò message appears, press the 
POWER button. The projector turns off.  

 Caution: 
Do not unplug the power cord until the POWER LED stops flashing ï indicating the projector has 
cooled down. 



 DLP ProjectorðUserôs Manual 

ï 17 ï 

Setting an Access Password (Security Lock) 

You can use the four (arrow) buttons to set a password and prevent unauthorized use of the projector. 

When enabled, the password must be entered after you power on the projector. (See Navigating the OSD 

on page 24 and Setting the OSD Language on page 25 for help on using OSD menus.) 

 Important: 
Keep the password in a safe place. Without the password, you will not be able to use the projector. 
If you lose the password, contact your reseller for information on clearing the password. 

 

1.  Press the MENU button to open the 
OSD menu. 

 

 

2.  Press the cursor ƹƷ button to move to 
the Settings 1 menu, press the cursor 
ƶƸ button to select Advanced 1. 

3.  Press  (Enter) / Ʒ to enter the 
Advanced 1 sub menu. Press the 
cursor ƶƸ button to select Security 
Lock. 

 

4.  
Press the cursor ƹƷ button to enter 
and enable or disable security lock 
function. 

A password dialog box automatically 
appears. 
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5.  You can use the cursor buttons 
ƶƸƹƷ 
either on keypad or IR remote control 
for password entry. You can use any 
combination including the same arrow 
five times, but not less than five. 

Press the cursor buttons in any order to 
set the password. Push the MENU 
button to exit the dialog box. 

 

 

6.  The password confirm menu appears 
when user presses the power-on key in 
case the Security Lock is enabled.  
Enter the password in the order you set 
it at step 5. In case you forget the 
password, please contact the service 
center.  
The service center will validate the 
owner and help reset the password.   
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Adjusting the Projector Level 

Take note of the following when setting up the projector: 

¶ The projector table or stand should be level and sturdy. 

¶ Position the projector so that it is perpendicular to the screen. 

¶ Ensure the cables are in a safe location. You could trip over them. 

1.  To raise the level of the projector, twist 
the adjusters counter clockwise. 

 

2.  To lower the level of the projector, lift the 
projector and twist the adjusters 
clockwise. 
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Adjusting Projected Image Position Using Lens Shift 

 

The Lens Shift feature provides a lens shift function that can be used to adjust the position of the projected 
image either horizontally or vertically within the range detailed below. 

Shift is a unique system that provides lens shift while maintaining a much higher ANSI contrast ratio than 
traditional lens shift systems. 

Note:  
Do not rotate lens shift knob further under click sound and lightly press the knob to rotate back. 

Adjusting the vertical image position 

The vertical image height can be adjusted between 55% and -15% of offset position. Note that the 
maximum vertical image height adjustment can be limited by the horizontal image position. For example it 
is not possible to achieve the maximum vertical image position height detailed above if the horizontal 
image position is at maximum. Please consult the Shift Range diagram below for further clarification. 
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Adjusting the horizontal image position 

With the lens in the center position the horizontal image position can be adjusted to the left or right by up 
to a maximum of 5% of the image width. Note that the maximum horizontal image height adjustment can 
be limited by the vertical image position. For example it is not possible to achieve the maximum horizontal 
image position if the vertical image position is at maximum. Please consult the Shift Range diagram below 
for further clarification. 

Wx5% Wx5%  

Shift Range Diagram 

 

When W and H at 0% offset position 

The max. H up shift=Hx55% 

The max. H down shift=Hx15% 

The max. W shift=Wx5% 

When max. W shift is Wx5%  
max. H shift=Hx50% 

When max. H shift is Hx55%  
max. W shift=Hx0% 
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Adjusting the Zoom, Focus and Keystone 

1.  Use the Image-zoom control (on the 
projector only) to resize the projected 

image and screen size. B  

 

2.  Use the Image-focus control (on the 
projector only) to sharpen the projected 

image. A  

3.  Press the  /  /  /  buttons (on the 
projector or the remote control) to correct 
vertical or horizontal image-trapezoid or 
press the Keystone button (on the 
remote) to selected V (Vertical) or H 
(Horizontal) keystone. 

 

Remote control and OSD panel 

4.  The keystone control appears on the 
display. 

Press  /  for V Keystone correcting 
image. 

Press  /  for H Keystone correcting 
image. 
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Adjusting the Volume 

1.  Press the Volume buttons on the remote 
control. 

The volume control appears on the 
display. 

 

2.  Press the ƹ / Ʒ buttons on the keypad 
to adjust Volume +/-. 

 

 

3.  Press the MUTE button to turn off the 
volume (This feature is available only on 
the remote). 
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ON-SCREEN DISPLAY (OSD) MENU SETTINGS 

OSD Menu Controls 

The projector has an OSD that lets you make image adjustments and change various settings.  

Navigating the OSD 

You can use the remote control cursor buttons or the buttons on the projector to navigate and make 
changes to the OSD. The following illustration shows the corresponding buttons on the projector. 

 

1. To enter the OSD, press the MENU 
button. 

2. There are three menus. Press the cursor 
ƹ / Ʒ buttons to move through the 
menus.  

3. Press the cursor p / Ƹ buttons to move 
up and down in a menu.  

4. Press the cursor ƹ / Ʒ buttons to change 
values for settings. 

5. Press the MENU button to close the OSD 
or leave a submenu. Press the EXIT 
button to return to the previous menu. 

 

Note: 
Depending on the video source, not all items in the OSD are available. For example, the 
Horizontal/Vertical Position items in the Computer menu can only be modified when connected 
to a PC. Items that are not available cannot be accessed and are grayed out.  
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Setting the OSD Language 

Set the OSD language to your preference before continuing. 

1. Press the MENU button. Press the cursor ƹƷ button to navigate to Settings 1. Press the 
cursor ƶƸ button to move to the Advanced 1 menu. 

 

2. Press  (Enter) / Ʒ to enter the Advanced 1 sub menu. Press the cursor ƶƸ button 
until Language is highlighted.  

 

3. Press the cursor button until the language you want is highlighted.  

4. Press the MENU button four times to close the OSD. 
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OSD Menu Overview 

Use the following illustration to quickly find a setting or determine the range for a setting. 

Main 
Menu 

 
Sub Menu   

 
Settings 

Image  Display Mode    Presentation, Bright, Game, 
Movie, Vivid, TV, sRGB,  
DICOM SIM, User, User2 

  Brightness    0~100 

  Contrast    0~100 

  Computer  Horizontal Position  -5~5 (depend on Auto Sync) 

    Vertical Position  -5~5 (depend on Auto Sync) 

    Frequency  0~31 

    Tracking  -5~5 

    Auto Sync  On, Off  

  Auto Image     

  Advanced  Brilliant Color  0~10 

    Sharpness  0~31 

    Gamma  1.8, 2.0, 2.2, 2.4, B&W, Linear 

    Color Temperature  Warm, Normal, Cold 

    Video AGC  Off, On 

    Video Saturation  0~100 

    Video Tint  0~100 

    White Balance R Gain 0~200 

     G Gain 0~200 

     B Gain 0~200 

     R Offset -100~100 

     G Offset -100~100 

     B Offset -100~100 

  Color Manager  Red  Hue, Saturation, Gain 

    Green  Hue, Saturation, Gain 

    Blue  Hue, Saturation, Gain 

    Cyan  Hue, Saturation, Gain 

    Magenta  Hue, Saturation, Gain 

    Yellow  Hue, Saturation, Gain 

    White  Red, Green, Blue 

  Dynamic Black   Dynamic Black  Off, On 

  Settings  Light Off Timer  Disable, 0.5 Sec, 1 Sec, 2 Sec, 
3 Sec, 4 Sec 

  HDR Settings  HDR Control  Off, Auto, On 

    HDR Mode  PQ-L300, PQ-L400, PQ-L500, 
PQ-L600 
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Main 
Menu 

 
Sub Menu   

 
Settings 

Settings 1  Source  Source  reference Input Source Select (IR/Keypad) 

  Projection    Normal, Real, Ceiling, Real+Ceiling 

  Aspect Ratio    Fill, 4:3, 16:9, Letter Box, Native, 2.35:1 

  Keystone    H: -25 ~ +25  V: -30 ~ +30 

  Digital Zoom    -10~10 

  Audio  Volume  0~10 

    Mute  Off, On 

  Advanced 1  Language  English, Français, Deutsch, Español, 
Português, , , Italiano, 

Norsk, Svenska, Nederlands, ʈʫʩʩʢʠʡ, 

Polski, Suomi, ȺɚɚɖɜɘəɎ, , Magyar, 

Ļeġtina, ϣтϠϼЛЮϜ, Türkçe, Vi֓ t, , ăØã , 

ͼЂϼϝТ, ˸˧˶˟˰, Dansk, Fran. Can. 

    Security Lock  Off, On 

    Blank Screen  Blank, Red, Green, Blue, White 

    Splash Logo  Std., Black, Blue 

    Closed Captioning  Off, On 

    Keypad Lock  Off, On 

    3D Setting 3D Off, DLP-Link, IR 

     3D Sync Invert Off, On 

     3D Format Frame Packing, Top/Bottom,  
Side-By-Side, Frame Sequential, Auto 

     3D Sync Out 
delay 

0~359 

     3D Sync Input Internal, External 

     3D Sync Output     Internal, By pass 

  Advanced 2  Test Pattern  None, RGB Ramps, Color Bars, Step Bars, 
CheckBoard, Grid, Horizontal lines, 
Vertical Lines, Diagonal Lines, Horizontal 
Ramp, Vertical Ramp, White, Red, Green, 
Blue, Black 

    H Image Shift   -50~50 

    V Image Shift  -50~50 

  4 Corner    Left-Top, Right-Top, Right-Bottom,  
Left-Bottom 
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Main 
Menu 

 
Sub Menu   

 
Settings 

Settings 2  Auto Source    Off, On 

  No Signal 
Power Off 

   0~180 

  Auto Power On    Off, On 

  Light Setting  Light Mode  Normal, Eco, Eco Plus, Dimming, 
Extreme Dimming, Custom Light 

    Custom Light  50~200 

    Constant Brightness  Off, On 

  Reset All     

  Status  Active Source   

    Video Information   

    Light Hours   

    Software Version   

    Remote ID   

    Serial Number   

    Air Filter Hour   

  Advanced 1  Menu Position  Center, Down, Up, Left, Right 

    Translucent Menu  0%, 25%, 50%, 75%, 100% 

    Low Power Mode  On, On By Lan 

    Fan Speed  Normal, High 

    Light Info  Normal, Eco, Eco Plus, Dimming, 
Extreme Dimming, Custom Light 

    Projector ID  0~98 

    Remote ID  Default, 1, 2, 3, 4, 5, 6, 7 

    Network Network State Connect, Disconnect 

     DHCP On, Off 

     IP Address  0~255, 0~255, 0~255. 0~255 

     Subnet Mask 0~255, 0~255, 0~255. 0~255 

     Gateway 0~255, 0~255, 0~255. 0~255 

     DNS 0~255, 0~255, 0~255. 0~255 

     Apply Ok / Cancel 

    HDBaseT-IR/RS232 HDBaseT-IR/RS232 Off, On 

     Front IR On, Off 

     Rear IR On, Off 

  Advanced 2  Sleep Timer  0~600 

    Source Filter HDMI1 Disable, Enable 

     HDMI2 Disable, Enable 

     DVI Disable, Enable 

     VGA Disable, Enable 

     BNC Disable, Enable 

     Composite Video Disable, Enable 

     HDBaseT Disable, Enable 

    Air Filter Timer Reset  OK / Cancel 

    Color Space  Auto, RGB, YUV 

    Quantization Range  Auto, Full, Limited 

    HDMI EDID  Enhanced, Standard 
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Image Menu  

 Attention !   
All of display mode parameters when changed will be saved to user mode.  

Press the MENU button to open the OSD menu. Press the cursor ƹƷ button to move to the Image Menu. 
Press the cursor ƶƸ button to move up and down in the Image menu. Press ƹƷ to enter and change 
values for settings. 

 

ITEM DESCRIPTION 

Display Mode Press the cursor ƹƷ button to enter and set the Display Mode.  

Brightness Press the cursor ƹƷ button to enter and adjust the display brightness. 

Contrast Press the cursor ƹƷ button to enter and adjust the display contrast. 

Computer Press  (Enter) / Ʒ to enter the Computer menu. See Computer Menu on page 30. 

Auto Image 
Press  (Enter) / Ʒ to automatically adjustment for phase, tracking, size and 
position. 

Advanced 
Press  (Enter) / Ʒ to enter the Advanced menu. See Advanced Feature on page 
31. 

Color Manager 
Press  (Enter) / Ʒ to enter the color manager menu. See page 33 for more 
information on Color Manager 

Dynamic Black 
Settings 

Press  (Enter) / Ʒ to enter the dynamic black settings menu.  See page 34 for more 
information on Dynamic Black Settings 

HDR Settings 
Press  (Enter) / Ʒ to enter the HDR settings menu.  See page 35 for more 
information on HDR Settings 
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Computer Menu 

Press the MENU button to open the OSD menu. Press ƹƷ to move to the Image menu. Press ƶƸ to 
move to the Computer menu and then press Enter or Ʒ. Press ƶƸ to move up and down in the 
Computer menu. 

 

ITEM DESCRIPTION 

Horizontal Position Press the cursor ƹƷ button to enter and adjust the display position to left or right.  

Vertical Position Press the cursor ƹƷ button to enter and adjust the display position to up or down.  

Frequency Press the cursor ƹƷ button to enter and adjust the A/D sampling clock. 

Tracking Press the cursor ƹƷ button to enter and adjust the A/D sampling dot. 

Auto Sync Press the cursor ƹƷ button to enter and adjust the Auto Sync Position to On or Off. 
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Advanced Feature 

Press the Menu button to open the OSD menu. Press ƹƷ to move to the Image menu. Press Ƹƶ to 
move to the Advanced menu and then press Enter or Ʒ. Press Ƹƶ to move up and down in the 
Advanced menu. 

 

ITEM DESCRIPTION 

Brilliant Color Press the cursor ƹƷ button to enter and adjust the Brilliant Color value. 

Sharpness Press the cursor ƹƷ button to enter and adjust the display sharpness. 

Gamma Press the cursor ƹƷ button to enter and adjust the gamma correction of the display. 

Color Temperature Press the cursor ƹƷ button to enter and adjust the color temperature. 

Video AGC 
Press the cursor ƹƷ button to enter and enable or disable the Automatic Gain Control 
for video source. 

Video Saturation Press the cursor ƹƷ button to enter and adjust the video saturation. 

Video Tint Press the cursor ƹƷ button to enter and adjust the video tint/hue. 

White Balance 
Press the ENTER / Ʒ button to enter the White Balance sub menu. See White 
Balance on page 32 
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White Balance 

Press the ENTER button to enter the White Balance sub menu.  

 

ITEM DESCRIPTION 

R Gain Press the ƹƷ buttons to adjust the Red Gain. 

G Gain Press the ƹƷ buttons to adjust the Green Gain. 

B Gain Press the ƹƷ buttons to adjust the Blue Gain.  

R Offset Press the ƹƷ buttons to adjust the Red Offset. 

G Offset Press the ƹƷ buttons to adjust the Green Offset. 

B Offset Press the ƹƷ buttons to adjust the Blue Offset. 
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Color Manager 

Press the Menu button to open the OSD menu. Press ƹƷ to move to the Image menu. Press Ƹƶ to 
move to the Color Manager menu and then press Enter or Ʒ. Press Ƹƶ to move up and down in the 
Color Manager menu.  

 

ITEM DESCRIPTION 

Red 
Select to enter the Red Color Manager.  
Press the ƹƷ buttons to adjust the Hue, Saturation, and Gain. 

Green 
Select to enter the Green Color Manager.  
Press the ƹƷ buttons to adjust the Hue, Saturation, and Gain. 

Blue 
Select to enter the Blue Color Manager.  
Press the ƹƷ buttons to adjust the Hue, Saturation, and Gain. 

Cyan 
Select to enter the Cyan Color Manager.  
Press the ƹƷ buttons to adjust the Hue, Saturation, and Gain. 

Magenta 
Select to enter the Magenta Color Manager.  
Press the ƹƷ buttons to adjust the Hue, Saturation, and Gain. 

Yellow 
Select to enter the Yellow Color Manager.  
Press theƹƷ buttons to adjust the Hue, Saturation, and Gain. 

White 
Select to enter the White Color Manager.  
Press the ƹƷ buttons to adjust the Red, Green, and Blue. 
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Dynamic Black Settings 

Press the Menu button to open the OSD menu. Press ƹƷ to move to the Image menu. Press Ƹƶ to 
move to the Dynamic Black Settings menu and then press Enter or Ʒ. Press Ƹƶ to move up and down 
in the Dynamic Black Settings menu.  

 

 

ITEM DESCRIPTION 

Dynamic Black 
Select to enter the Dynamic Black under Normal mode and Eco mode 
Press the ƹƷ buttons to adjust On or Off 

Light Off Timer 
Select to enter the Light Off Timer 
Press the ƹƷ buttons to adjust Disable, 0.5 Sec, 1 Sec, 2 Sec, 3 Sec, 4 Sec 
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HDR Settings 

Press the Menu button to open the OSD menu. Press ƹƷ to move to the Image menu. Press Ƹƶ to 
move to the HDR Settings menu and then press Enter or Ʒ. Press Ƹƶ to move up and down in the 
HDR Settings menu.  

 

 

ITEM DESCRIPTION 

HDR Control 
Select to enter the HDR Settings 
Press the ƹƷ buttons to adjust Off, Auto and On 

HDR Mode 
Select to enter the Light Off Timer 
Press the ƹƷ buttons to adjust PQ-L300, PQ-L400, PQ-L500, PQ-L600 

Note:  
If you want to enter HDR Settings, please make sure HDMI source is with HDR-10 or HLG. 
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Settings 1 Menu  

Press the MENU button to open the OSD menu. Press the cursor ƹƷ button to move to the Settings 1 
menu. Press the cursor ƶƸ button to move up and down in the Settings 1 menu. Press ƹƷ to enter and 
change values for settings. 

 

ITEM DESCRIPTION 

Source 
Press the cursor ƹƷ button to enter the Source menu. Reference input Source select 
(IR / Keypad). 

Projection Press the cursor ƹƷ button to enter and choose from four projection methods. 

Aspect Ratio Press the cursor ƹƷ button to enter and adjust the video aspect ratio. 

Keystone Press  (Enter) / Ʒ to enter the keystone menu. See Keystone on page 37. 

Digital Zoom  Press the cursor ƹƷ button to enter and adjust the Digital Zoom menu.  

Audio Press  (Enter) / Ʒ to enter the Audio menu. See Audio on page 37. 

Advanced 1 
Press  (Enter) / Ʒ to enter the Advanced 1 menu. See Advanced 1 Feature on 
page 38. 

Advanced 2 
Press  (Enter) / Ʒ to enter the Advanced 2 menu. See Advanced 2 Feature on 
page 40. 

4 Corner 
Press   (Enter) / Ʒ to enter the 4 Corner sub menu. See 4 Corner on page 41.  

Note: Without support when 3D mode activated. 
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Keystone 

Press the Menu button to open the OSD menu. Press ƹƷ to move to the Settings 1 menu. Press Ƹƶ to 
move to the Keystone menu and then press Enter or Ʒ. Press Ƹƶto adjust vertical values from -30 to 
30. Press ƹƷ to adjust horizontal values from -25 to 25. 

 

 

Audio 

Press the Menu button to open the OSD menu. Press ƹƷ to move to the Settings 1 menu. Press Ƹƶ to 
move to the Audio menu and then press Enter or Ʒ. Press Ƹƶ to move up and down in the Audio menu. 

 

ITEM DESCRIPTION 

Volume Press the cursor ƹƷ button to enter and adjust the audio volume.  

Mute Press the cursor ƹƷ button to enter and turn on or off the speaker. 
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Advanced 1 Feature 
Press the Menu button to open the OSD menu. Press ƹƷ to move to the Settings 1 menu. Press ƶƸ to 
move to the Advanced 1 menu and then press Enter or Ʒ. Press ƶƸ to move up and down in the 
Advanced 1 menu. Press ƹƷ to enter and change values for setting. 

 

ITEM DESCRIPTION 

Language Press the cursor ƹƷ button to enter and select a different localization Menu. 

Security Lock  Press the cursor ƹƷ button to enter and enable or disable security lock function. 

Blank Screen Press the cursor ƹƷ button to enter and select different color to blank the screen. 

Splash Logo Press the cursor ƹƷ button to enter and enable or disable Splash Logo. 

Closed Captioning Press the cursor ƹƷ button to enter and enable or disable Closed Captioning 

Keypad Lock 
Press the cursor ƹƷ button to enter and enable or disable keys can be work on 
keypad. 
Note : Hold the cursor Ƹ button on keypad for 5 seconds to unlock keypad 

3D Setting 
Press  (Enter) / Ʒto enter the 3D menu. See page 39 for more information on 3D 
Setting. 

Note:  
To enjoy the 3D function, first enable the Play Movie in 3D setting found in your DVD device under the 
3D Disc Menu. 

 



 DLP ProjectorðUserôs Manual 

ï 39 ï 

3D Setting 

 

ITEM DESCRIPTION 

3D Press the cursor ƹƷ button to enter and select different 3D mode. 

3D Sync Invert Press the cursor ƹƷ button to enter and enable or disable 3D Sync Invert. 

3D Format Press the cursor ƹƷ button to enter and select different 3D Format. 

3D Sync Out Delay Press the cursor ƹƷ button to adjust 3D sync out signal delay. 

3D Sync Input Detect internal or external 3D Sync input automatically 

3D Sync Output Press the cursor ƹƷ button to enter internal or by pass 3D Sync output 

 

Note: 

1. The 3D OSD menu item is gray if there is no appropriate 3D source. This is the default setting. 

2. When the projector is connected to an appropriate 3D source, the 3D OSD menu item is enabled for 
selection. 

3. Use 3D glasses to view a 3D image. 

4. You need 3D content from a 3D DVD or 3D media file. 

5. You need to enable the 3D source (some 3D DVD content may have a 3D on-off selection feature). 

6. You need DLP link 3D or IR 3D shutter glasses. With IR 3D shutter glasses, you need to install a 
driver on your PC and connect a USB emitter. 

7. The 3D mode of the OSD needs to match the type of glasses (DLP link or IR 3D). 

8. Power on the glasses. Glasses normally have a power on -off switch.  
Each type of glasses has their own configuration instructions. Please follow the configuration 
instructions that come with your glasses to finish the setup process. 

9. Passive 3D is not going to support thru 3D Sync In/Out. 

 
 

Note:  

Since different types of glass (DLP link or IR shutter glass) have their own setting instructions, 
Please follow the guide to finish the setup process. 
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Advanced 2 Feature 
Press the Menu button to open the OSD menu. Press ƹƷ to move to the Settings 1 menu. Press ƶƸ to 
move to the Advanced 2 menu and then press Enter or Ʒ. Press ƶƸ to move up and down in the 
Advanced 2 menu. Press ƹƷ to enter and change values for setting. 

 

ITEM DESCRIPTION 

Test Pattern Press the cursor ƹƷ button to enter and select internal test pattern. 

H Image Shift Press the cursor ƹƷ button to enter and set H Image Shift. 

V Image Shift Press the cursor ƹƷ button to enter and set V Image Shift. 
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4 Corner 

Press   (Enter) / Ʒ to enter the 4 Corner sub menu. 

1. Press the cursor ƶ / Ƹ buttons to select a corner and press ENTER. 

 

2. Press the cursor ƶ / Ƹ buttons to adjust vertical and press the cursor ƹ / Ʒ buttons to 
adjust horizontal. 

3. Press MENU to save and Exit the settings. 
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Settings 2 Menu  

Press the MENU button to open the OSD menu. Press the cursor ƹƷ button to move to the Settings 2 
menu. Press the cursor ƶƸ button to move up and down in the Settings 2 menu.  

 

ITEM DESCRIPTION 

Auto Source 
Press the cursor ƹƷ button to enter and enable or disable automatic source 
detection.  

No Signal Power 
Off (min.) 

Press the cursor ƹƷ button to enter and set automatic shutdown of Light source 
when no signal.  

Auto Power On 
Press the cursor ƹƷ button to enter and enable or disable automatic power On when 
AC power is supplied. 

Light Setting 
Press the cursor ƹƷ button to enter and select the Light mode, Custom Light or 
Constant Brightness. See page 43 for more information on Light Setting 

Reset All Press  (Enter) / Ʒ to reset all settings to default values. 

Status 
Press  (Enter) / Ʒ to enter the Status menu. See page Status 44 for more 
information on Status. 

Advanced 1 
Press  (Enter) / Ʒ to enter the Advanced 1 menu. See Advanced 1 Feature on 
page 45. 

Advanced 2 
Press  (Enter) / Ʒ to enter the Advanced 2 menu. See Advanced 2 Feature on 
page 58. 
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Light Setting 

Press the cursor ƶƸ button to move up and down in the Settings 2 menu. Select the Light Setting menu 
and press Enter or Ʒ to enter. 

 

 

 

ITEM DESCRIPTION 

Light Mode 
Press the cursor ƹƷ button to select Normal, Eco, Eco Plus, Dimming, Extreme 
Dimming 

Custom Light Press the cursor ƹƷ button to enter and set Custom Light. 

Constant Brightness Press the cursor ƹƷ button to enter and enable or disable Constant Brightness. 

Note : 
Extreme Dimming: Saving 50% light source power consumption by blank screen (press BLANK button) 
When Light Mode set to Custom Light, Custom Light function Enable. 
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Status 

Press the cursor ƶƸ button to move up and down in the Settings 2 menu. Select the Status menu and 
press Enter or Ʒ to enter. 

 

ITEM DESCRIPTION 

Active Source Display the activated source. 

Video Information 
Displays resolution/video information for RGB source and color standard for Video 
source. 

Light Hour Light hour used information is displayed. 

Software Version Showing system software version. 

Remote ID Showing Remote Controller ID 

Serial Number Showing serial number of product. 

Air Filter Hour Displays the number of hours the air filter has been in use. 
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Advanced 1 Feature 

Press the Menu button to open the OSD menu. Press ƹƷ to move to the Settings 2 menu. Press ƶƸ to 
move to the Advanced 1 menu and then press Enter or Ʒ. Press ƶƸ to move up and down in the 
Advanced 1 menu. Press ƹƷ to enter and change values for setting. 

 

ITEM DESCRIPTION 

Menu Position Press the cursor ƹƷ button to enter and select different OSD location 

Translucent Menu Press the cursor ƹƷ button to enter and select OSD background translucent level 

Low Power Mode Press the cursor ƹƷ button to enter and turn Low Power Mode On or On By Lan 

Fan Speed 

Press the cursor ƹƷ button to enter and toggle between Normal and High fan 
speeds.  
Note: We recommend selecting high speed in high temperatures, high humidity, or 
high altitude (higher than 1500m/4921ft) areas 

Light Info 
Press  (Enter) / Ʒ to enter the Light Info menu to display the light hours for each 
light mode 

Projector ID  
Press the cursor ƹƷ button to enter and adjust a two digit projector ID from 00 
through 98 

Remote ID Press the cursor ƹƷ buttons to select remote ID to fit the current remote ID settings 

Network 
Press  (Enter) / Ʒ to enter the Network menu. See page 46 for more information on 
Network 

HDBaseT-
IR/RS232 

Press  (Enter) / Ʒ to enter the HDBaseT Setting menu. See page 57 for more 
information on HDBaseT-IR/RS232 

Note: 
About ñOn By Lanò, RJ45 will support to be waked up in this mode(Under 3W) but scalar wonôt. 

 

Note: 

1. Remoter with Default customer code will be available for any Remote ID setting on the OSD. 

2. Status key will be available for any Remote ID setting on the OSD 

3. IF users forget the current Remote ID setting, please press the Status key to call out the 
INFORMATION OSD to check the current Remote ID setting and then adjust the ID on the remoter 
to meet the OSD setting. 

4. After adjusting Remote ID from OSD, only if the OSD Menu has been closed then the new ID value 
can be taken effected and memorized. 

5. The setting value ñDefaultò means ID 0 on the remoter. 
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Network 

 

ITEM DESCRIPTION 

Network State Displays the network connection status. 

DHCP 
Press ƹƷ to turn DHCP On or Off. 
Note: If you select DHCP Off, complete the IP Address, Subnet Mask, Gateway, and 
DNS fields. 

IP Address  Enter a valid IP address if DHCP is turned off. 

Subnet Mask Enter a valid Subnet Mask if DHCP is turned off. 

Gateway Enter a valid Gateway address if DHCP is turned off. 

DNS Enter a valid DNS name if DHCP is turned off. 

Apply Press  (Enter) / Ʒ to confirm settings. 
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LAN_RJ45 

 

Wired LAN Terminal functionalites 

Remote control and monitoring of a projector from a PC (or Laptop) via wired LAN is also possible. 
Compatibility with Crestron / AMX (Device Discovery) / Extron control boxes enables not only collective 
projector management on a network but also management from a control panel on a PC (or Laptop) 
browser screen. 

Î Crestron is a registered trademark of Crestron Electronics, Inc. of the United States. 

Î Extron is a registered trademark of Extron Electronics, Inc. of the United States. 

Î AMX is a registered trademark of AMX LLC of the United States. 

Î PJLink applied for trademark and logo registration in Japan, the United States of America, and 
other countries by JBMIA. 

Supported External Devices 

This projector is supported by the specified commands of the Crestron Electronics controller and 
related software (ex, RoomView ®). 

http://www.crestron.com/ 

This projector is supported by AMX ( Device Discovery ). 
http://www.amx.com/ 

This projector is compliant to support Extron device(s) for reference. 
http://www.extron.com/ 

This projector supports all commands of PJLink Class1 (Version 1.00). 
http://pjlink.jbmia.or.jp/english/ 

 

For more detail of information about the diverse types of external devices which can be connected to the 
LAN/RJ45 port and remote/control the projector, as well as the related control commands supporting for 
each external device, kindly please get contact with the Support-Service team directly. 

http://www.crestron.com/
http://www.amx.com/
http://www.extron.com/
http://pjlink.jbmia.or.jp/english/
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LAN_RJ45 

1. Connect an RJ45 cable to RJ45 ports on the projector and the PC (Laptop). 

 

2. On the PC (Laptop), select Start Ÿ Control Panel ŸNetwork and Internet. 

 

 


































































